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NOTE:  THE FOLD DOWN BASE OPTION IS NOT AVAILABLE  FOR SS-16.

THE HARDWARE SHOWN HERE IN RED IS NOT INCLUDED AS EACH 
BOAT IS  UNIQUE AND INSTALLATION CONDITIONS VARY (HARD TOP 
OR DECK MOUNT).  CALCULATE AND VERIFY THE SPECIFIC BOLT 
LENGTH REQUIRED PER YOUR INSTALLATION AND THROUGH BOLT 
THE FLAG BASE THROUGH TO THE BOTTOM BACKER PLATE 
PROVIDED.  PLEASE REMEMBER TO USE SEALANT WHERE REQUIRED.

?

YOUR FLAG'S BASE COMES WITH 4 PREDRILLED HOLES SIZED 
FOR 1/4" BOLTS THAT ALIGN WITH THE HOLES ON THE BOTTOM 
BACKER PLATE FOR PROPER ATTACHMENT:  THROUGH BOLTS, 
NUTS AND WASHERS ARE NOT INCLUDED.

BOAT HARD TOP OR DECK

SuperSport  -16SuperSport  -16

THICKNESS OF STRUCTURE 
(BOAT HARD TOP OR DECK)

16
" 

O
VE

RA
LL

 H
EI

G
HT
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INSTALLATION GUIDELINES FOR SS-16 SOLID & STENCIL
WE RECOMMEND THAT THE INSTALLATION OF THIS FLAG BE PERFORMED BY A QUALIFIED MARINE TECHNICIAN/CONTRACTOR

YOUR FLAG COMES WITH LED LIGHT DEFLECTOR SHIELD AND IS 
PRE-DRILLED FOR LED LIGHTS SOLD SEPARATLEY FROM PLASHLIGHTS.  
CONTACT PLASHLIGHTS DIRECTLY AT:   
https://plashlights.com/products/led-light-strip-for-fast-flag 


